TRENCH IN
ROADWAY

SYMBOL

SURFACE RESTORATION REQUIREMENTS

———————

REPLACE REMOVED ASPHALT W/A MIN OF 3”
CLASS C AC OR EXIST PAVEMENT DEPTH, WHICHEVER
IS GREATER, TO A MAX DEPTH OF 6". SEE SPECS.

REPLACE TOPSOIL & BACKFILL W/CLASS 'B’
NATIVE MATL. FINISH TRENCH SURFACE TO MATCH
ORIG CONTOURS. REPLACE EXIST LANDSCAPING.

BACKFILL REQUIREMENTS

FURNISH AND INSTL CLASS 'D’ BEDDING, PIPE
ZONE & TRENCH BACKFILL, TO PAVEMENT BASE.
COMPACT MATL IN LIFTS TO ACHIEVE 95% OF
MAX DENSITY IN ACCORDANCE W/AASHTO T—99.

FURNISH & INSTL CLASS D’ BEDDING & PIPE ZONE
BACKFILL COMPACTED TO 90% OF MAX DENSITY
PER AASHTO T—99. FURNISH & INSTL CLASS B’
NATIVE TRENCH BACKFILL TO FIN GR COMPACTED
TO 90% MAX DENSITY PER AASHTO T—99.

NOTE:
1. DELETE BEDDING & TRENCH WIDTH
REQUIREMENTS FOR ELEC. CONDUIT
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